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 Analyseurs de spectre   
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Spectrum Compact is the ultimate solution 
for site auditing from the ground level  

SC users are often surprised, how easy it is to do site audits with the SC, to verify installed 

base of radios and if license conditions are met. It is done from the ground level by pointing 

a sensor antenna towards antennas on the tower. No need to climb towers or use bulky 

laboratory-grade equipment.  

 

Employing Spectrum Compact enables you to perform efficient transceiver site auditing from 

ground level. That includes, but is not limited to: 

 license parameter verification of any installed radio (channel bandwidth, center 

frequency, etc.) 

  scanning all installed radios in a given band or across several radio bands. 

 

 

 

 

 

 



 
 

SPECIFICATIONS 

P/N J0SSAP10 J0SSAP11 J0SSAP12 J0SSAP13 J0SSAP14 

Frequency 
bands 

2.4/2.5/3.6/4.9/5/6/7/8 
GHz 

6/7/8/10/11 
GHz 

10/11/13/15/17 
GHz 

17/18/23/24 
GHz 

24/26/30/32/38 
GHz 

Frequency 
range 

2.000 - 8.000 
GHz 

5.925 - 
12.000 GHz 

10.000 - 18.000 
GHz 

17.000 - 
24.300 GHz 

24.000 - 40.000 
GHz 

Input power 
range 

 -105 dBm to -40 dBm 
-100 dBm to -40 

dBm 

Max input 
power 

 0 dBm 0 dBm 

RBW 
(Resolution 
bandwidth) 

 1 MHz 1 MHz 

Span 
 100 MHz 

to full bandwidth 

100 MHz 
to full 

bandwidth 

Sweep 
speed 

 0.5s @ 100MHz Span 
0.5s @ 100MHz 

Span 

Guaranteed 
accuracy 

 +/- 3dB +/- 3dB 

Input  50 ohm SMA (f) 
50 ohm 2.92 

mm (f) 

Interface  mini USB 2.0 (1.1) 
mini USB 2.0 

(1.1) 

LED 
indication 

 when charging when charging 

Battery 
 2380 mAh 

Polymer Lithium-ion 

2 x 2380 mAh 
Polymer 

Lithium-ion 

Battery life  up to 4h up to 3h 

Operating 
temperature 

 -15°C to +55°C/ 
5°F to 131°F 

-15°C to +55°C/ 
5°F to 131°F 

Dimensions 
 128x81x24 mm/ 

 
130x81x28 mm/ 

 

Weight  0.3 kg  0.4 kg  



 
 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 
 

HYC/TSA6G1 USB  

Mini Spectrum Analyzer 
 
 
      

 

 

 

 

 

 

 

 

Specifications: 
 

 Frequency Range: Band1: 1MHz to 5.35GHz, Band2: 5.35GHz to 6.15GHz 
 Frequency Spans: 1MHz to 1000 MHz 
 Input Level Range: -110 dBm to +30 dBm 
 Dimensions: 87.5mm x 23mm x 15mm (L x W x H)  

 

 
Onde Bluetooth                                 Onde 3-G                                     Onde GSM 

 

 
Onde Zigbee                                  Onde WiFi 

 

Applications:    
 

 FM radio 
 Two way radio 
 TV application 
 Remote controller 
 Cellular and PCS, CDMA and GSM, GPRS, 

Edge,WCDMA and 3G, LTE. 

 915MHz, 2.4G ISM band application. 
  5.8G ISM band application 
 Bluetooth 
 WiFi 
 WiMax 
 Field test and installation 
 ATE system 
 Near field testing and EMC 

http://www.hypercable.fr/images/stories/wirake/2-Bluetooth_forme_ d'onde.jpg
http://www.hypercable.fr/images/stories/wirake/1-3_G_forme d'onde.jpg
http://www.hypercable.fr/images/stories/wirake/3-GSM_Mobile_forme_d'ondes.jpg
http://www.hypercable.fr/images/stories/wirake/5-Zigbee_forme_ d'onde.jpg
http://www.hypercable.fr/images/stories/wirake/4-WiFi forme_ d'onde.jpg
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Accessoires de base pour le raccordement aux antennes de test. 

 
 1502 Cordon sur mesure en coax CNT-195 Ø 5mm Longueur 1 mètre 

Connecteur A N-Mâle  
Connecteur B SMA Mâle 

 

 
 1100 Adaptateur N-Femelle vers N-Femelle 

 

 

 

 Atténuateur 30 dB 

 

 

 

 Cordon USB femelle/USB Mâle 

 

 

 

 CD manuel et Licence d’usage 

 

 

 Autres adaptateurs,  câbles et antennes sur demande 

 

 

 

 

 

 

 



 

www.hypercable.fr 

USB Mini Spectrum Analyzer User Manual 
 

PC program TSA For  
HYC-TSA5G35, HYC-TSA4G1,HYC-TSA6G1,HYC-TSA12G5 
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Analyses  de 420 MHz à 520 Mhz tracé des niveaux de base et tracé des niveaux crêtes 

 

Porteuses de réseau PMR 466.103 a 466.199 MHz avec marqueurs de densité 
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Analyses  LTE 4 G – SRD et GSM de 850 MHz à 950 Mhz avec marqueurs de densité 

 

 

Analyses  2.350 MHz à 2.550 Mhz avec marqueurs de densité occupation WiFi de 2.400 à 2.470 MHz 
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Analyses  2.350 MHz à 2.550 Mhz avec marqueurs de densité occupation WiFi de 2.400 à 2.470 MHz 

 

Sortie HDMI sur écran TV HD 

 


